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Technical specifications

2  FOREWORD

We thank you for your confidence in our product and also take this opportunity to wish you every success
in your profession.

We would ask you to read and to memorize the operating hints and instructions outlaid in this manual.

A full knowledge of the operation of the machine, together with correct adjustments and careful
maintenance guarantee a full working safety and un-interrupted operation during busy working days.

It is of utmost importance that every aspect mentioned in this manual be fully understood and that the
instructions are complied with without exceptions. If in doubt on any point, please do not hesitate to
contact your dealer to clear it up.

We also hope that after acquainting yourself with the manual, you will take the trouble of returning the
undersigned warranty certificate back to the manufacturer.

THE SIGN OF CAUTION

This symbol is used throughout the manual to denote operations where there is a
risk of danger to the operator or any persons near the machine at the moment of
carrying out the specified operation.

The symbol is also used to denote any risk of danger which might befall
environment or property.

3 TECHNICAL SPECIFICATONS

Machine type HJ 260 Gt HJ 260 G

Cutter flange dia. 31%" (80 cm) 31%" (80 cm)

Cutter flange weight kg 170 170

Flange speed rpm 540-1000 540-1000

No. of cutter knives 4 4

Chip size 0.15-0.78" (3 -20 mm) 0.15-0.78" (3 -20 mm)
Stem dia. (max) 10" (25 cm) 10" (25 cm)

Cutting efficiency cu.m/h 7-20 7-20

Power requirement hp/kW 40-100/30-75 40-100/30-75

Weight of basic model kg 770 740

Height in transport

position cm 114"(290 cm) 114"(290 cm)

Feed orifice size 10%2"x 10%2"(26cm x 26 cm) 10%2"x 10%2"(26cm x 26 cm)
Hydraulic system Utilizing self contained Utilizing tractor

INCLUDED IN THE DELIVERY:

HJ 260 GT: UNIVERSAL DRIVE SHAFT D52435

HJ 260 G: UNIVERSAL DRIVE SHAFT D52435

HJ 260 C: UNIVERSAL DRIVE SHAFT D52435 and remote control

SPECIFICATIONS OF YOUR PARTICULAR CHIPPER:

Model

Serial No.

Year of manufacture




Safety precautions
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SAFETY PRECAUTIONS
1 GENERAL SAFETY NOTES

CLOTHING: For the sake of personal safety use well-fitting clothing without any loose or hanging
projecting sleeves etc. which might be caught in the running machinery.
OPERATING: Before attempting to operate the machine, acquaint yourself fully with the attachment,
controls and the operation of the machine.
CAUTION DECALS: Always comply with all the cautions and instructions given on the various caution
decals on the machine.
SAFETY EQUIPMENT: The machine may only be used when all its safety shields and devices are in
place and in a proper condition. For personal safety always wear a hard hat (a lumberjack type) plus
hearing and eye protectors.
ATTACHMENT TO TRACTOR: Take special caution when attaching the machine to or disengaging it
from the tractor.
DRAWBAR LOAD: Take into consideration the maximum allowed tractor drawbar and hydraulic hitch
loadings.
PARKING: Make certain that the machine cannot start to move by itself while parked between the
working shifts.
SAFE DISTANCE: Due to its operational principles, the machine has certain parts whichcannot be fully
safe-guarded. A safe distance must therefore be kept to these components while he machine is in
operation. The operator must also take care not to allow any outsiders to approach these points on
the machine.
OPERATIONAL NOTES: While the machine is operating, no persons, except the operator, must be
allowed to remain in vicinity of the machine.
- Never enter the space between the tractor and the chipper when the chipper is being lifted up,
lowered or moved about.
Never go below or climb onto the chipper which is being held up above ground supported on the
tractor hitch without proper supporting stands.
Before starting up the chipper, make sure that it is correctly attached and that all safety shields
are in place and properly fitted.
- Always ensure before starting to operate the machine that not outsiders remain within the
operational area.
Check the condition of the machine always at the end of a working shift. Pay special attention
to the mounting and attachment points.

THE NOISE LEVEL ON THE WORKING SITE EXEEDS 85 db AND FOR THIS REASON ALWAYS USE
HEARING PROTECTORS.

2 RUN DOWN TIME

Junkkari HJ 260Gt run down time is

4.

- loaded 10 seconds
- without load 60 seconds.

3 TRANSPORTATION AND TRAFFIC RULES

Always comply with the highway when transporting the machine on public roads.

For transportation on public roads, always fit the chipper with any locally required safety accessories,
such as additional rear lights, reflectors and slow-moving-machine triangle.

Take care to note the allowed maximum axle weights, total weights and transporting dimensions of
the combination.

All accessories and equipment used for moving the chipper (chains, drawbars, tie-rods etc.) must be
attached and placed in such a way that any inadvertent movements cannot affect them in any
manner when the machine is either operating or being transported.



Safety precautions

The manoeuvrability of the tractor during any transportation and its steering or braking
characteristics may be affected adversely by trailed or hitchmounted implements or extra weights. It
is therefore imperative to ensure that the tractor can be properly steered and braked down under all
circumstances.

It is forbidden to carry passangers on top of a moving chipper.

The machine may be lifted only from points clearly marked for the attachment of a lifting hook.
Always use only approved lifting ropes or chains and always also check their condition before
attempting a lifting operation.

If the machine is to be transported on a truck or a trailer bed, make sure to use proper straps or
chains to tie the machine.

If a fork lift or equivalent is used i.e. to load the machine on a truck, care must be taken to ensure
that the machine is properly balanced and that there is no danger of its falling down on the ground.

4.4 UNIVERSAL DRIVE SHAFT

Shut down the tractor P.t.o. (power take-off) drive every time you leave the tractor cab.

Check that the universal drive shaft external, enveloping safety tubes do not rotate with the shaft
inside. Attach the check chain with care.

When the machine is being transported on public roads, the driver must make sure that the P.t.o.
power is cut off.

Before connecting the P.t.o. drive on, make sure that nobody is staying near the rotating P.t.o. shaft.
The universal drive shaft must be attached to the tractor P.t.o. only when the P.t.o. shaft is in neutral
and not turning, the tractor engine stopped and the ignition key removed from the ignition switch.
When starting up the engine, the P.t.o. must be in the neutral position.

The tractor P.t.o. speed must correspond to the operating speed range of the machine’s drive
mechanism.

The limitations set for the P.t.o. speed must be fully observed, otherwise a too high a speed will
damage the machine.

Move the P.t.o. drive into neutral position every time when it is not needed to drive an implement or
when the tractor and the implement are turning through a very steep articulation angle.

Before connecting the drive to the P.t.o. shaft, and while it is rotating, make sure that no persons are
staying within the danger area of the rotating drive shaft.

Do not use other than CE labelled drive shafts, approved by the manufacturer. All P.t.o. safety guards,
shields and the tractor P.t.o. guard must be in place and in proper condition.

Never use a damaged drive shaft because of the grave danger its use poses. A damaged shaft must be
repaired before it is used in the P.t.o. drive.

Observe the lengths of the drive shaft telescoping outer and inner shield tubes both in transport and
in working positions.

After having shortened the drive shaft, the splined ends must be cleaned and the lubrication grease
applied to the splines thoroughly.

When the universal drive shaft is being attached to or detached from a tractor, the tractor P.t.o. must
be in neutral position. Never use the tractor clutch for disengaging transmission drive to the P.t.o.
gears momentarily in order to stop the P.t.o. shaft from rotating.

After having attached the drive shaft, its securing peg must engage in the locking position in the shaft
groove. Check that the shaft is positively secured in its place.

Attach the drive shaft shield securing chain so that the shield cannot rotate.

When not in use, store the drive shaft on suitable supports.






